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Feature 
 SONY (Japan) 1/4" CCD image sensor 

 Built-in Texas Instruments with image processing DSP chip 

 Dual Codec: MPEG-4 and MJPEG  

 Built-in IR Cut 

 Supports the SD card as a local storage (MJPEG and AVI) 

 Horizontal resolution: 520TVL (Color), 570TVL (B/W), S/N ratio 50dB 

 23X optical zoom, 10X digital zoom 

 360° continuous rotation, 90° tilt revolving (0.9° adjustment) 

 Built in 28 units (BE-3205)/ 12 units (BE-3205A/AN) IR LED, and the IR distance is 50 meter. 

 Advanced VMD (Video Motion Detection) setting  

 Built-in web server and move detection 

 Support USB interface, setting IP address without network. 

 Corrosion and oxidation resistance outdoor housing, IP68 water resistance 

 Nitrogen Filling construction (for BE-3205AN only)
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Specification 

Analogy Video 
 Image sensor: 1/4” Sony CCD 

 Horizontal resolution:  

- Color: 520 TVL 

- B/W: 570 TVL 

 CCD Effective Pixels: 

- NTSC: 811(H) x 508(V) 

- PAL: 795(H) x 596(V) 

 Scanning System:  

- NTSC: 525 lines, 60 fields/sec 

- PAL: 625 lines, 50 fields/sec 

 Minimum illumination:  

- Color: 0.6 lux F1.6 

- B/W: 0.1 lux F1.6 

- 0 lux (IR ON) 

- Star mode: 0.002 lux F1.2 

 Lens: 23X optical zoom lens, F1.6-3.0, f=3.84-88.4mm 

 Zoom: 23X optical, 10X digital 

 View angle: 

- Pan: 52.5°(Wide)/ 2.36°(Tele) 

- Tilt: 40.3°(Wide)/ 1.78°(Tele) 

 Focus: Auto/ Manual/ One-time auto focus 

 SYSN: Internal/ Line synchronization 

 IRIS: Auto/ Manual 

 Day and Night: Auto/ Color/ B/W(IR CUT)  

 S/N: 50dB (AGC OFF) 

 IR LED: 

- 28 units (BE-3205)/ 12 units (BE-3205A/AN) 850nM 

reflective IR LED 

- Distance: 50 meter 

- Launch angle: 30° (BE-32o5)/ 18° (BE-3205A/AN) 

- Beam angle: 45° (BE-3205) 

PTZ function 
 (Preset) Pan/Tilt rotation angle: 5°~240° /S 

 Pan speed: 0.1°/S ~ 240°/S 

 Tilt speed: 0.1°/S ~ 120°/S 

 Pan scan range: 360° 

 Tilt rotation range: 0°~90° with auto-flip 

 Preset stay: 10 ~ 240S 

 Pan/ Tilt rotation accuracy: 0.1+/- 0.03° 

 Preset: 128 presets 

 Preset capture time: ≦1.5 S 

 Preset Speed: 

- Pan: 5°~240° /S 

- Tilt: 5°~120° /S 

 Place full zoom: <1.65 S 

 Communication rate: 1200/2400/4800/9600 bps 

Electronic shutter 
 Auto/ Manual 

 Flicker 

 1/60(50)~ 1/120,000 Sec. 

Connector 
 I/O: 

- alarm input x 1 

- alarm output x 1 

- alarm reset x1 

 GND x1 

 SD card slot x1 

 USB x1 

 Ethernet: RJ-45 

 Video output: BNC x1 

Digital Image 
 Compression: MJPEG, MPEG-4 

 Resolution: 

- 720x480(D1) 

- 704x480(4CIF) 

- 704x240(2CIF) 

- 352x240(CIF) 

- 176x112(QCIF) 

 Frame rate:  

- MJPEG/ MPEG-4: up to 30(25) fps at all resolution 

 Resolution quality: 5 levels 

 MJPEG image size: 4~64 KB 

 MPEG-4 image size: 5 level (Bit-rate: 64kbps~8Mbps) 

 Digital signature 

Image setting 
 Brightness 

 Contrast 

 Saturation 

 Hue 

 WB: ATW/ AWB/ FIX (Indoor: 3000-6500°K, Outdoor: 

1800-10500°K) 

 Auto Gain/ BLC: Low, Medium, High, OFF 

 Flip: ON/ OFF 

 Video shock: ON/ OFF 

 SSNR: Low, Medium, High, OFF 

 Privacy mask: ON/ OFF 

 IP camera name 

SD card recording mode 
 24 hours 

 Motion detection 

 Schedule 

 DI 

 Disconnection 

 API 
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Protocols 
 HTTP, TCP, DHCP, UPnP, ARP, DNS, DynDNS, SNTP, PPPoE, 

RTSP, SMTP, FTP 

Network 
 Connect by ADSL, CABLE, Leased lines 

 Support Web server function: 

- Static IP 

- DHCP 

- SMTP 

- HTTP 

- PPPoE 

- UDP 

Security 
 10 users 3 tiered access control 

 IP address filtering 

Alarm and event management  
 Trigger： 

- Build-in motion detection 

- External input 

- network disconnection 

 Notification： 

- e-mail  

- FTP  

- Alarm output  

 Pre-Alarm save: 100 pics 

 Trigger: Advanced MD (96 zone, 0~100% sensitivity 

setting) 

 Video Loss auto detection  

Application 
 Image management software: build-in web sever 

 System integration 

- SDK 

- HTTP-API 

- ActiveX control component 

- Custom web tools 

Installation and Maintain 
 Upgrade firmware: HTTP/ SD-Card/ FTP/ USB 

 Setting IP address via USB interface 

 NTP server 

 Reboot device via IE browser 

 Reset: Reset for factory default 

Structure 
 Nitrogen Filling: (BE-3205AN) 

- Seal testing: 1.5 PSI 

- Pressure Valve: <1.5 PSI 

 Water Resistance: 

- IP66 (BE-3205) 

- IP68, outdoor with blower and heater (BE-3205A/AN) 

 Construction: 

- Aluminum alloy with corrosive prevention baked 

housing (BE-3205A/AN) / ABS (BE-3205) 

- Dome: Hard PC materialized dome cover  

 Dimensions: Ø  214 x 243 mm 

 Dome Size: Ø  243 x 291 mm, 4.5kg (9.9lb) 

 Temperature:  

- -20℃~+60℃ (BE-3205) 

- -30℃~+60℃ (BE-3205A/AN) 

 Power: 

- DC12V (+/-10%) 3A 

- Movement power: ≦24W 

- Temperature control: ≦15W 

 Authentication: CE 
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Dome Size         L-power box bracket  

 

 

 

 

 

 

 

 

Ordering Information 
Oder NO. Product Type Installation 

BE-3205 BE-3205 23X Zoom MPEG-4 IR Cut PTZ Speed Dome ABS 

BE-3205-A BE-3205-A 23X Zoom MPEG-4 IR Cut PTZ Speed Dome Aluminum alloy 

BE-3205-AN BE-3205-AN 23X Zoom MPEG-4 IR Cut PTZ Speed Dome Aluminum alloy with Nitrogen Filling 

*All specifications are subject to change without notice. 
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